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STAINLESS STEEL WIRE CLOTH SPECIFICATION

Stainless Steel Wire Cloth is made by high quality of stainless steel wire, it is

widely used for filter system as filtration media.

Materials: SUS302, 304, 316, 304L and 316L stainless steel wires, etc.

Application: strianer screen, filter system, Mining industry, petroleum, chemical

industry, food, medicine, machinofacture, scientific research, aviation, and other

industries.

Typical Weaving: Plain Weave, Twill Weave , Plain Dutch Weave, Twilled Dutch

Weave and Reverse Dutch Weave.
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Stainless steel Wire Cloth Plain Weave

Mesh

ø in

Inches

ø in

MM

Opening Width

in Inches

Opening Width

in MM

% of

Open Area

Micron

Rating†

*Weight in lbs.

per 100 sq. ft.

4 0.047 1.194 0.203 5.156 65.9 5,156 57.6

6 0.035 0.889 0.132 3.344 62.4 3,344 48.1

8 0.035 0.889 0.090 2.286 51.8 2,286 65.1

8 0.028 0.711 0.097 2.460 60.2 2,464 41.1

10 0.035 0.889 0.065 1.650 34.2 1,651 83.1

10 0.025 0.635 0.075 1.910 56.3 1,905 41.2

12 0.035 0.889 0.048 1.230 33.6 1,228 102.1

12 0.028 0.711 0.055 1.410 44.1 1,405 63.5

12 0.023 0.584 0.060 1.530 52.4 1,532 42.2

14 0.035 0.889 0.036 0.930 26.0 925.3 116.1

14 0.020 0.508 0.051 1.306 51.8 1,306 37.2

16 0.028 0.711 0.035 0.876 30.5 876.3 83.6

16 0.018 0.457 0.045 1.130 50.7 1,130 34.5

18 0.017 0.432 0.039 0.979 48.3 979.4 34.8

20 0.025 0.635 0.025 0.635 25.0 635.0 85

20 0.023 0.584 0.027 0.686 29.2 685.8 70.8

20 0.020 0.508 0.030 0.762 36.0 762.0 55.2

20 0.016 0.406 0.034 0.864 46.2 863.6 23.1

24 0.014 0.356 0.028 0.711 44.2 711.2 31.8

26 0.017 0.432 0.021 0.545 31.1 545.1 56.6

30 0.012 0.305 0.021 0.533 39.7 533.4 29.4

40 0.012 0.305 0.013 0.330 27.0 330.0 40.9

40 0.010 0.254 0.015 0.381 36.0 381.0 27.6

50 0.009 0.229 0.011 0.279 30.3 279.4 28.4
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60 0.009 0.229 0.008 0.200 21.2 195.0 33.5

60 0.0075 0.191 0.009 0.233 30.3 232.9 13.45

70 0.0065 0.165 0.008 0.200 31.4 198.0 20.8

80 0.0055 0.140 0.007 0.178 31.4 177.8 16.9

100 0.004 0.102 0.006 0.152 36.0 152.4 15.49

100 0.0045 0.114 0.006 0.140 30.3 139.7 14.2

120 0.0035 0.089 0.005 0.123 33.6 122.7 13

150 0.0026 0.066 0.004 0.103 37.3 103.4 7.113

200 0.0021 0.053 0.003 0.074 33.6 73.7 6.17

250 0.0016 0.041 0.002 0.061 36.0 61.0 4.75

325 0.0014 0.036 0.002 0.043 29.8 43.0 4.5

400 0.0012 0.030 0.001 0.033 27.0 33.0 3.9

500 0.001 0.025 0.001 0.025 25.0 25.0 3.5

Stainless steel Wire Cloth Dutch Weave

Mesh/Inch
warp X weft

Wire Dia.
warp X weft(mm)

Reference
Aperture
(um)

mesh
thicknes(mm)

Weight
(kg/sq.m)

7×14 0.71×0.63 320 1.97 5.24
8×60 0.63×0.45 300 1.53 4.04
8×85 0.35×0.32 270 0.93 2.51
10×90 0.45×0.28 250 0.98 2.57
10×76 0.50×0.34 245 1.2 3.16
12×86 0.45×0.31 215 1.06 2.86
12×64 0.56×0.40 210 1.36 3.89
12×76 0.45×0.35 190 1.16 3.26
14×100 0.40×0.28 185 0.96 2.56
14×88 0.50×0.30 180 1.1 2.85
14×110 0.35×0.25 175 0.85 2.28
16×100 0.40×0.28 160 0.96 2.64
16×120 0.28×0.22 145 0.72 1.97
20×140 0.315×0.20 130 0.71 1.97
20×150 0.25×0.18 125 0.59 1.53
25×140 0.28×0.20 100 0.68 1.92

http://www.filter-wiremesh.com
mailto:sales@ykmetalmesh.com


Anping County Wodong Wire Mesh Products Co. ,Ltd

Website: Http://www.wdwiremesh.com E-mail: sales@ykmetalmesh.com Phone: 0086 15931370444 Tel: 0086 318 7969611
Address: Houzhaotuan Industry Zone, Anping County, Hebei Province, P.R. China.

24×110 0.36×0.25 90 0.85 2.4
30×150 0.25×0.18 80 0.6 1.68
35×170 0.22×0.16 70 0.54 1.58
40×200 0.18×0.14 60 0.46 1.4
50×250 0.14×0.11 50 0.36 0.99
60×300 0.14×0.09 40 0.32 0.96
80×400 0.125×0.06 35 0.25 0.77

Reverse Dutch Wire Mesh –RDW

The apparent difference of Reverse Dutch Weaving compared with standard

Dutch weave lies in the thicker warp wires and less weft wires.

Reverse Dutch weave achieves high flow rates thanks to its high levels of

porosity. The reversed Dutch construction is comparable with a Dutch weave

but is suitable for very high mechanical loads due to the more equal material

section in both directions of the wires.

Applications of Reverse Woven Wire Cloth: Filter candles, vacuum filters and

spring filters.

Materials: Stainless steel woven wire cloth are available primarily to DIN

1.4301 / AISI 304 and DIN 1.4401 /AISI 316 are available on request.

Mesh(inch)
Wire dia ×Wire

dia(mm)
Opening(μm) Weight(kg/m2)

48 × 10 0.5 × 0.5 300 3.63

290 × 76 0.09 × 0.19 40 1.27

400 × 120 0.058 × 0.1 30 0.64

625 × 104 0.04 × 0.15 28 0.84
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